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PC CONTROLLED SERIES

[ M-30C-Y( )5 SERIES ]

-

NOVLUX Laser Marking
Machine-CcO2 77T

> NOVLUX Laser Marking
Machine(CO2 / YVO4)

> Inkjet Making Machine

NOVLUX Laser Marking
Machine - YVO4

Inkjet Marking Machine

Optical Verification Buffer

ARMAS Router- Bronze

ARMAS Router - Silver

ARMAS Router - Gold

ARMAS Router-Multik ...

Scanning Conveyor ...

> ARMAS Router
(Bronze / Silver / Gold/ Multi)

» Scanning Conveyor

> Optical Verification Buffer




M-30C-Y( )5 Series

| NOVLUX Laser Marking Machine - CO2 D

Laser Marking Machine engraves 1D/2D barcodes, logos, and characters on the surface of a PCB or an object without
physical or chemical damage. The laser head performsit’ s marking by adjusting its own height in the Z axis according
to the height of the object.

M-30C-YX5-4003 YLM-1X 00 Co2 XL 900 1927 1600 2000 580

M-30C-Y25-4003 YLM-12 00 Co2 2XL 1050 1927 1600 2000 640

Standard Spec.

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950+20 90020

Voltage & Frequency 220V+(10%) & 50 ~ 60Hz

PCB Size XL | 2XL
MinPCB(LXW)(mm) |  70xs0
MaxPCB(LXW)(mm) |  4eoxae0 |  eloxae0

PCB Top / Bottom Clearance 30/30

PCB Edge (mm) 3

PCB Loading Weight (kg) 3

Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) 500

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor
Laser Head KEYENCE 30W
Moving System X, Y-axes Head Moving
Marking Double Sided Marking
Scanner Cognex DM60X
Fume Collector DOMINO [ External type
Program DOT NET

Position Correction

Fiducial Recognition

Width Adjustment Auto

Interface SMEMAPinNo.1,2,3,4,5,6

Smema Cable 3m/ lea

Alarm Tower Lamp (3 Colors)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
+ EX8816(S)-SR-N.4.0

Air Supply 0.5Mpa (Sbar)

Air Usage 30 ¢/min

Laser Electricity Consumption (kw) 15

Extractor Electricity Consumption (kw) 11

Option Spec.

lonizer 0-100-HW5-0100 PANASONIC

Marking Grade 0-100-HW5-0200

Marking Power Detector 0-100-HW5-0300

Multi LED 0-100-HW5-0400

Width Synchronization 0-100-SW0-0200 via RS-232

Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-30C-Y( )5 Series

| NOVLUX Laser Marking Machine - YVO4

v

Laser Marking Machine engraves 1D/2D barcodes, logos, and characters on the surface of a PCB or an object without
physical or chemical damage. The laser head performs it’ s marking by adjusting its own height in the Z axis according

to the height of the object.

M-30C-YX5-4004

YLM-1X 10

YVO4

XL

1050

1977

1600

700

M-30C-Y25-4004

YLM-12 10

YVO4

2XL

1400

1977

1600

850

Standard Spec.

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950+20 900120

Voltage & Frequency 220V (10%) & 50 ~ 60Hz

PCB Size XL | 2XL

MinPCB(LXW)(mm) | " 7oxs0

MaxPCB(LXW)(mm) |  ae0x460 |  10xa60

PCB Top / Bottom Clearance 30/30

PCB Edge (mm) 3

PCB Loading Weight (kg) 3

Conveyor Belt Flat edge belt

Conveyor Speed (mm/sec) 500

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Laser Head KEYENCE

Moving System X, Y-axes Stage Moving

Marking Double Sided Marking

Scanner Cognex DM60X

Fume Collector DOMINO / External type

Program DOT NET

Position Correction Fiducial Recognition

Width Adjustment Auto

Interface SMEMA Pin No. 1,2, 3,4,5,6

Smema Cable 3m/ lea

Alarm Tower Lamp (3 Colors)

Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)

+ EX8816(S)-SR-N.4.0

Air Supply 0.5Mpa (5bar)

Air Usage 30 ¢/min

Laser Electricity Consumption (kw) 15

Extractor Electricity Consumption (kw) 11
Option Spec.

lonizer 0-100-HW5-0100 PANASONIC

Marking Grade 0-100-HW5-0200 -

Marking Power Detector 0-100-HW5-0300 -

Multi LED 0-100-HW5-0400 -

Width Synchronization 0-100-SW0-0200 via RS-232

Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-30C-Y( )5 Series

| Inkjet Marking machine ‘D

Inkjet Marking Machine prints 1D/2D barcodes, logos, characters, QR codes, etc. without doing any phsical and
chemical damage to the surface of the PCB or product. This helps save process time and costs, increasing the
production capacity of factories.
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M-30C-¥YX5-5000 YIM-1X 00 XL 1050 1825 1596 2000 700

Standard Spec.

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 95020 90020

Voltage & Frequency 220V+(10%) & 50 ~ 60Hz

PCB Size

Min.PCB (L X W) (mm)

MaxPCBLXW)(mm) | " aoxae0

PCB Top / Bottom Clearance 30/25

PCB Edge (mm) 3

PCB Loading Weight (kg) 3

Conveyor Belt Flat edge belt

Conveyor Speed (mm/sec) 500

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Segment (ea) 1

Inkjet Head DOMINO Ax350i pinpoint

Moving System X, Y-axes Head Moving

Head Rotation 0~270°

Z-axis Auto

Scanner Cognex DM60X

Fume Removal Exhaust Duct

Position Correction Fiducial Recognition £0.1mm

Width Adjustment Auto

Interface SMEMAPinNo.1,2,3,4,5,6

Smema Cable 3m /[ lea

Alarm Tower Lamp (3 Colors)

Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
+ EX8816(S)-SR-N.4.0

Air Supply 0.5Mpa (5bar)

Air Usage 0.7 {/min

Inkjet Electricity Consumption (kw) 0.08

System Electricity Consumption (kw) 1.2

Option Spec.

Width Synchronization

0-100-SW0-0200 via RS-232

Color*

0-400-CO0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-30C-Y( )5 Series

| Scanning Conveyor
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Positioned at the rear end of the laser or the labeller, the Scanning Conveyor is designed to scan barcodes(1D/2D).
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M-30C-¥X5-9001 ASC-1X 00 Single side XL 1000 1000 1665 2000 400
M-30C-YX5-9002 ASC-1X 01 Both side XL 1000 1000 1665 2000 450

Standard Spec.

Line Flow Left to Right Right to Left
Fixed Rail Front Rear

Pass Line (mm) 950+20 90020
Voltage & Frequency 220V*(10%) & 50 ~ 60Hz

PCB Size XL

M| n PCB ; (wa)(mm) ...................................................................... 7 0 x 50 ..............................................
Max.PCB(LXW)(mm) ..................... L
PCB Top / Bottom Clearance 30/25

PCB Edge (mm) 3

PCB Loading Weight (kg) 3

Conveyor Belt Flat edge belt

Conveyor Speed (mm/sec) * 200

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Scanner COGNEX 150S

Scanner Auto Position Top l Bottom Both side
Width Adjustment Auto

Interface SMEMA PinNo. 1,2, 3,4,5,6

Smema Cable 3m/ lea

Alarm Tower Lamp (3 Colors)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)

Air Usage 0.5¢/min

Electricity Consumption (kw) 0.5

Option Spec.

Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea

Width Synchronization 0-100-SW0-0200 via RS-232

Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )4 Series

| PCB Cleaner - Sticky

Removes dust and particle on a PCB by sticky roller and ionizer while being transferred to next process.

an

‘q YIUNK

LK et amie

| ', Q Mo

Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900%20
Voltage & Frequency 220V+(10%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz
PCB Size XL
MmPCB(LXW)(mm) ................................... 70X50
Max.PCB(LXW)(mm) i PR R PO U YR 460x460 RSN RO A TN 3D PPR-R RS 35X
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Mode By pass / Cleaning
lonizer Brand PANASONIC
lonizer Position Output
Width Adjustment * Manual
Interface SMEMAPInNo.1,2,3,4,5,6
Smema Cable 3m/1lea

Alarm Tower Lamp (3 Colors)
Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa(5bar)
Air Usage 6.0 {/min
Electricity Consumption 100W
Optio na
Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
Width Synchronization 0-100-SW0-0200 via RS-485
e Coticd 0-200-LC0O-0100 Hermes
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-C0O0D-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).
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SMT POST-PROCESS L w H H-1 (Kg)
M-10C-YX4-0502 YPC-1X 10 XL 760 990 1500 2000 155




