BOARD HANDLING

CONVEYOR SERIES

[ M-10C-Y( )4 SERIES & l .
M-50C-Y( )4 SERIES ] am

2 Gate Conveyor - Telescope

Vacuum Loader - Edge

PCB Cleaner - Sticky

Gate Conveyor - Telescope

Gate Conveyor - Down/Up

Vertical Turn > Gate Conveyor - Down/Up > Vertical Turn > Horizontal Turn

Horizontal Turn

Shuttle Conveyor

Elevator Unit - Sky Line

Elevator Unit
- Pallet Return Line

|

» Shuttle Conveyor > Elevator Unit - Sky Line » Elevator Unit - Pallet Return Line




M-10C-Y( )4 Series . m eSS
| Vacuum Loader 2 Edge ‘D Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 95020 900£20
Using “Edge vacuum pad”, this unit unstacks bare boards one by one VOltag.e Srrequency e U Lar Sl IOV EHOH0 500 -
PCB Size M XL
MinPCB(LXW){mm) |  70xs0
E e T T
PCB Top/Bottom Clearance (mm) 00/00
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
= PCB In/Out Sensor Single sensor
NI YJLINK Mode By pass / Bare board loading
. Lh‘"fww Vacuum Pad Auto Blocked
Width Adjustment * Manual
Interface SMEMAPinNo.1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 7.0¢/min
Electricity Consumption 540W
Uptio pDe
- item CODE No. Option
_ 1 ) Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / 2ea
i i S Width Adjustment * 0-100-HW0-0205 Auto
Width Synchronization 0-100-SW0-0200 via RS-485
S ¥ Hioe Contel 0-200-LC0-0100 . Hermes _—
Ei = 0-200-LC0-0200 Smart kit (LAN communication PLC)
= =z Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)
= o Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).
o] I L« |
Lt __J w
e | mobeL | size SUMERES S i) WEIGHT
SMT POST-PROCESS L w H H-1 (Kg)
M-10C-YM4-0300 YVL-1M 00 M 600 940 1413 2000 285
M-10C-YX4-0300 YVL-1X 00 XL 700 1150 1413 2000 315




M-10C-Y( )4 Series & M-50C-Y( )4 Series

| Gate Conveyor - Telescope

In middle of SMT line, this unit allows operators to pass through the line, without interrupting PCB flow.

93 YILINK

LiNK e wenu

H-1

W1

Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950120 900£20
Voltage & Frequency 220V (10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
PCB Size XL Ux
MmPCB(wa)(mm) .......... VI AR e e DR s
MaxPCB(LXW)(mm) |  4e0x460 |  eloxelo
Item SMT POST-PROCESS |
PCB Top/Bottom Clearance (mm) 30/25 60 /60
PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 06~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Standard Length (mm) 805(Body) + 600(Passing Rail)
Safety Sensor Photo Sensors on Body Part
Passing Rail Cover Sliding Cover
Width Adjustment * Manual
Interface SMEMAPInNo.1,2,3,4,5,6
Smema Cable 3m/1lea
Alarm Tower Lamp (3 Colors)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Electricity Consumption 275W
Optio »
SMT 1~200 / Analog / lea
f;'r:’/?g; §Pe€d POST- CRAOG oL 1~100 / Analo.
PROCESS g/1lea
Width Adjustment * 0-100-HW0-0205 Auto
Width Synchronization 0-100-SW0-0200 via RS-485
Line Control 0-200-LC0-0100 Hermes
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).
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SMT | POST-PROCESS - ' L w H H1 (Kg)
M-10C-YX4-0601 M-50C-YX4-0601 YGC-1X 00 XL 1405(805+600) 1170 1100 2000 315
M-50C-YU4-0601 YGC-1U 00 Ux 1405(805+600) 1320 1100 2000 350




M-10C-Y( )4 Series & M-50C-Y( )4 Series o i
| Gate Conveyo r- Dow n/ U p m Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 95020 900%20
In middle of SMT line, this unit allows operators to pass through the line, without interrupting PCB flow. Motlage KcEveriiency i e il T e
PCB Size XL ux
e PCB(LXW) (mm) ................................................................... e
MaxPCB(LXW)(mm) |  4s0x460 |  eloxel0
PCB Top/Bottom Clearance (mm) 30/25 60 /60
PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
= Standard Length (mm) 805(Body) + 600(Passing Rail)
‘? Yili.':K Safety Sensor Photo Sensors on Body Part
% Passing Rail Cover Sliding Cover
Width Adjustment * Manual
- - Interface SMEMAPiInNo.1,2,3,4,5,6
Smema Cable 3m/1lea
Alarm Tower Lamp (3 Colors)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa(Sbar)
Air Usage 9.4 ¢/min
Electricity Consumption 355W
Obtion Spe
i SMT 1~200 / Analog / 2ea
f;’r‘r‘,’ge‘; SRl o 0-100-HW0-0103
; — PROCESS 100} Analog | 2en
ﬂ Width Adjustment * 0-100-HW0-0205 Auto / 2ea
= = | i Width Synchronization 0-100-SW0-0200 via RS-485
* e Gt 0-200-LC0-0100 Hermes
| . I 0-200-LC0-0200 Smart kit (LAN communication PLC)
B ¢ ] Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).
M-10C-YX4-0602 M-50C-YX4-0602 | YGC-1X 10 XL 1405(805+600) 1170 1100 2000
M-50C-YU4-0602 | YGC-1U 10 UX 1405(805+600) 1320 1100 2000 395




M-10C-Y( )4 Series & M-50C-Y( )4 Series

| Vertical Turn

This unit flips the PCBs for double sided assembly.

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 95020 900£20

Voltage & Frequency 220V+(10%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz
PCB Size XL UXx

Min.PCB (LXW)(mm) |  7oxs0
MaxPCB(LXW)(mm) |  4asox4s0 |  eloxel0
PCB Top/Bottom Clearance (mm) 30/25 60 /60

PCB Edge (mm) 3 5

PCB Loading Weight (kg) 3 8

Conveyor Belt Flat edge belt Pin chain

Conveyor Speed (mm/sec) * 200 100

PCB Thickness (mm) 06~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Mode By pass / Flip and Pass PCB

Width Adjustment * Manual

Interface SMEMAPInNo.1,2,3,4,5,6

Smema Cable 3m/lea

Alarm Tower Lamp (3 Colors)

Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa(Sbar)

Air Usage 0.8 {/min

Electricity Consumption 265W

Dptio De
SMT 1~200/ Analog / lea
ﬁ‘;’r‘n"/% Speed P 0-100-HW0-0103 BT
PROCESS /Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
Width Synchronization 0-100-SW0-0200 via RS-485
0-200-LC0-0100 Hermes
Line Control

0-200-LC0-0200

Smart kit (LAN communication PLC)

Color*

0-400-C0O0-0100

ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).
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CODE No. - . DIMENSION (mm) NEIGHT
M-10C-YX4-0700 | M-50C-YX4-0700 | YVT-1X 00 XL 535 950 1313 2000 145
M-50C-YU4-0700 | YVT-1U 00 UX 680 1125 1313 2000 180




M-10C-Y( )4 Series & M-50C-Y( )4 Series

| Horizontal Turn

This unit turns PCBs' flow direction clockwise and counter clockwise

[

Rotation available

Yok ]

M-10C-YM4-0800 | M-50C-YM4-0800 | YHT-1M 00 M 640 640 1100 2000 155
M-10C-YX4-0800 | M-50C-YX4-0800 | YHT-1X 00 XL 840 840 1100 2000 205
M-50C-YU4-0800 | YHT-1U 00 Ux 1000 1000 1100 2000 255

dard Spec.

Max.PCB (L X W) (mm)

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950+20 900+20

Voltage & Frequency 220VE(10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
... " _— N ——
Min.PCB (L XW) (mm)

PCB Top/Bottom Clearance (mm)

PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor

Single sensor

Mode

By pass / Horizontal Turn

Turning Direction Clockwise / Counter Clockwise

Width Adjustment * Manual

Interface SMEMAPinNo. 1,2,3,4,5,6

Smema Cable 3m/1lea

Alarm Tower Lamp (3 Colors)

Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa(5bar)

Air Usage 6.20 {/min

Electricity Consumption 465W

Option Spec.

SMT 1~200 / Analog / lea
(c'z:‘m speed 2Ot RR0NIN0L08 1~100/ Analo

PROCESS g/lea
Width Adjustment * 0-100-HW0-0205 Auto
Width Synchronization 0-100-SW0-0200 via RS-485
Yine Control 0-200-LC0-0100 Hermes

0-200-LC0-0200 Smart kit (LAN communication PLC)
Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )4 Series & M-50C-Y( )4 Series

| Shuttle Conveyor

This unit can merge a few production lines into a single one or separate one a single line into few multiple ones.

f

Star Il‘! d
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line {(mm) 950+20 900+20
Voltage & Frequency 220V+(10%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz
Min.PCB (L XW) (mm) 70X 50
MaxPCB(LXW)(mm) |  330x2s0 |  4soxa60 |  eloxel0
PCB Top/Bottom Clearance (mm) 60 /60
PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 0.6 ~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Mode lin/1lout lin/2out 2in/1out 2in/2out
Width Adjustment * Manual
Interface SMEMAPInNo.1,2,3,4,5,6
Smema Cable 3m/1lea

Alarm Tower Lamp (3 Colors)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Sliding Speed Max. 500 mmy/sec

Electricity Consumption

515W

Optio D

SMT 1~200 / Analog [ lea
bttt Cnthd e 0-100-HW0-0103 )

PROCESS 1~100 / Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
Add Touch Screen 0-100-HW4-0400 Rear Side
Width Synchronization 0-100-SW0-0200 via RS-485

0-200-LC0-0100 Hermes

Line Control

0-200-LC0-0200

Smart kit (LAN communication PLC)

Color *

0-400-C0O0-0100

ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105{(Common Option Spec.).

» == o
. U
M-10C-YM4-0901 M-50C-YM4-0901 YSC-1M 00 M 500 1140 1086 2000 500 156
M-10C-YX4-0901 M-50C-YX4-0901 | YSC-1X 00 XL 600 1350 1086 2000 500 205
M-50C-YU4-0901 YSC-1U 00 ux 700 1500 1086 2000 500 255
M-10C-YM4-0902 M-50C-¥YM4-0902 YSC-1IM01 M 500 1640 1086 2000 1000 207
M-10C-YX4-0902 M-50C-YX4-0902 YSC-1X 01 XL 600 1850 1086 2000 1000 257
M-50C-YU4-0902 YSC-1Uu 01 Ux 700 2000 1086 2000 1000 307
M-10C-YM4-0903 M-50C-YM4-0903 YSC-1M 02 M 500 2140 1086 2000 1500 274
M-10C-YX4-0903 M-50C-YX4-0903 | YSC-1X02 XL 600 2500 1086 2000 1500 324
M-50C-YU4-0903 | YSC-1U 02 Ux 700 2650 1086 2000 1500 374
M-10C-YM4-0904 M-50C-YM4-0904 | YSC-1IMO3 M 500 2640 1086 2000 2000 331
M-10C-YX4-0904 M-50C-YX4-0904 YSC-1X 03 XL 600 3000 1086 2000 2000 381
M-50C-YU4-0904 | YSC-1U03 UXx 700 3150 1086 2000 2000 431
M-10C-YM4-0905 M-50C-YM4-0905 | YSC-1IM04 M 500 3140 1086 2000 2500 425
M-10C-YX4-0905 M-50C-YX4-0905 | YSC-1X 04 XL 600 3500 1086 2000 2500 475
M-50C-YU4-0905 | YSC-1U 04 Ux 700 3650 1086 2000 2500 525
M-10C-YM4-0906 M-50C-¥YM4-0906 YSC-1IM 05 M 500 3640 1086 2000 3000 447
M-10C-YX4-0906 M-50C-YX4-0906 YSC-1X 05 XL 600 4000 1086 2000 3000 493
M-50C-YU4-0906 YSC-1U 05 UXx 700 4150 1086 2000 3000 539
M-10C-YM4-0907 M-50C-YM4-0907 YSC-1IM 06 M 500 4140 1086 2000 3500 497
M-10C-YX4-0907 M-50C-YX4-0907 | YSC-1X 06 XL 600 4500 1086 2000 3500 547
M-50C-YU4-0907 | YSC-1U 06 Ux 700 4650 1086 2000 3500 597
M-10C-YM4-0908 M-50C-¥YM4-0908 YSC-IM 07 M 500 4640 1086 2000 4000 555
M-10C-YX4-0908 M-50C-YX4-0908 YSC-1X 07 XL 600 5000 1086 2000 4000 605
M-50C-YU4-0908 YSC-1U 07 UXx 700 5150 1086 2000 4000 655

—
-
- —
1
=
L i
L w |




M-10C-Y( )4 Series

| Elevator Unit - Sky Line h

The sky line can be used for operators’ passage in SMT lines.

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950120 900%20

Voltage & Frequency 220VE(10%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz

PCB Size M XL

MinPCB(LXW)(mm) | " 7xs

MaxPCB(LXW)(mm) |  330x250 |  asox4e0

PCB Top/Bottom Clearance (mm) 30/25

PCB Edge (mm) 3

PCB Loading Weight (kg) 3

Conveyor Belt Flat edge belt

Conveyor Speed (mm/sec) * 200

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Width Adjustment * Manual

Interface SMEMA PinNo.1,2,3,4,5,6

Smema Cable 3m/1lea

Alarm Tower Lamp (3 Colors)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)

Electricity Consumption 300w

Uptio DEe

Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea

Width Adjustment * 0-100-HW0-0205 Auto

High Speed Lifter 0-100-HW4-0200 Servo Motor Driven

Width Synchronization 0-100-SW0-0200 via RS-485

fine Conbal 0-200-LC0-0100 Hermes
0-200-LC0-0200 Smart kit (LAN communication PLC)

Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).

I
|
=
p—
M-10C-YM4-1001 YEU-1IM 00 M 600 750 ~2000 ~2400
M-10C-¥YX4-1001 YEU-1X 00 XL 800 950 ~2000 ~2400 240
M-10C-YM4-1002 YEU-1IMO01 M 600 750 ~2500 ~2900 250
M-10C-YX4-1002 YEU-1X 01 XL 800 950 ~2500 ~2900 270




M-50C-Y( )4 Series

| Elevator Unit - Pallet Return Line

The pallet return line provides automated return of empty pallets. It is completely automated with PLC control and

can convey pallets efficiently and fast.

(

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Voltage & Frequency 220Vi(10%) & 50 ~ 60Hz 110V%(10%) & 50 ~ 60Hz
Min.PCB (L XW) (mm) 70X 50

MaxPCB(LXW)(mm) | 330x250 |  4e0x460 |  el0Xx610
PCB Top / Bottom Clearance 60 /60

PCB Edge (mm) 5

PCB Loading Weight (kg) 8

Conveyor Belt Pin Chain

Conveyor Speed (mm/sec) * 100

PCB Thickness (mm) 06~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Width Adjustment * Manual

Interface SMEMAPInNo.1,2,3,4,5,6

Smema Cable 3m/1lea

Alarm Tower Lamp (3 Colors)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)

Electricity Consumption

200W

Optio D
tem ‘CODE No._ Option

Conveyor Speed (mm/sec) * 0-100-HWO0-0103 1~100 / Analog / 1ea

Width Adjustment * 0-100-HW0-0205 Auto

Width Synchronization 0-100-SW0-0200 via RS-485
0-200-LC0-0100 Hermes

Line Control -
0-200-LC0-0200 Smart kit (LAN communication PLC)

Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).

X
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SMT | post-PrOCESS | _ - i w H H-1 (Kg)
M-50C-YM4-1100 | YEU-1IM 10 M 600 750 1300 2000 140
M-50C-YX4-1100 | YEU-1X 10 XL 800 950 1300 2000 160
M-50C-YU4-1100 | YEU-1U 10 ux 1000 1100 1300 2000 200




M-10C-Y( )4 Series & M-50C-Y( )4 Series

| Shuttle Conveyor

Y

This unit can merge a few production lines into a single one or separate one a single line into few multiple ones.

M-10C-YM4-0901 | M-50C-YM4-0901 | YSC-1M 00 M 500 1140 1086 2000 500 156
M-10C-¥X4-0901 | M-50C-YX4-0901 | YSC-1X 00 XL 600 1350 1086 2000 500 205
M-50C-YU4-0901 | YSC-1U00 ux 700 1500 1086 2000 500 255
M-10C-YM4-0902 | M-50C-YM4-0902 | YSC-1IMO1 M 500 1640 1086 2000 1000 207
M-10C-¥YX4-0902 | M-50C-YX4-0902 | YSC-1X01 XL 600 1850 1086 2000 1000 257
M-50C-YU4-0902 | YSC-1U01 ux 700 2000 1086 2000 1000 307
M-10C-YM4-0903 | M-50C-YM4-0903 | YSC-1MO02 M 500 2140 1086 2000 1500 274
M-10C-¥YX4-0903 | M-50C-YX4-0903 | YSC-1X 02 XL 600 2500 1086 2000 1500 324
M-50C-YU4-0903 | YSC-1uo02 ux T00 2650 1086 2000 1500 374
M-10C-YM4-0904 | M-50C-YM4-0904 | YSC-1MO03 M 500 2640 1086 2000 2000 331
M-10C-¥YX4-0904 | M-50C-YX4-0904 | YSC-1X03 XL 600 3000 1086 2000 2000 381
M-50C-YU4-0904 | YSC-1U03 ux 700 3150 1086 2000 2000 431
M-10C-YM4-0905 | M-50C-YM4-0905 | YSC-1M 04 M 500 3140 1086 2000 2500 425
M-10C-¥YX4-0905 | M-50C-YX4-0905 | YSC-1X 04 XL 600 3500 1086 2000 2500 475
M-50C-YU4-0905 | YSC-1U 04 ux 700 3650 1086 2000 2500 525
M-10C-YM4-0906 | M-50C-YM4-0906 | YSC-IMOS M 500 3640 1086 2000 3000 447
M-10C-¥YX4-0906 M-50C-YX4-0906 YSC-1X 05 XL 600 4000 1086 2000 3000 493
M-50C-YU4-0906 | YSC-1U05 ux 700 4150 1086 2000 3000 539
M-10C-YM4-0907 | M-50C-YM4-0907 | YSC-1M 06 M 500 4140 1086 2000 3500 497
M-10C-¥X4-0907 | M-50C-YX4-0907 | YSC-1X 06 XL 600 4500 1086 2000 3500 547
M-50C-YU4-0907 | YSC-1U 06 ux 700 4650 1086 2000 3500 597
M-10C-YM4-0908 | M-50C-YM4-0908 | YSC-1MO7 M 500 4640 1086 2000 4000 555
M-10C-¥YX4-0908 | M-50C-YX4-0908 | YSC-1X07 XL 600 5000 1086 2000 4000 605
M-50C-YU4-0908 | YSC-1U 07 ux 700 5150 1086 2000 4000 655

Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900+20
Voltage & Frequency 220V+ (10%) & 50 ~ 60Hz 110V+ (10%) & 50 ~ 60Hz
Min.PCE (L XW) (mm) TOX50
Max.PCB[Lxmtm] S gy e R
PCB Top/Bottom Clearance (mm) 30/25 60 /60
PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Mode 1lin/lout 1lin/2out 2in/1lout 2in/2out
Width Adjustment * Manual
Interface SMEMAPInNo.1,2,3,4,.5,6
Smema Cable im/lea
Alarm Tower Lamp (3 Colors)
Color * SR RAL T035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Sliding Speed Max. 500 mm/sec
Electricity Consumption 515W

Sl SMT 1~200 / Analog / lea
{mw:c g Ised, 5 - :?mgr_Ess 0-100-HW0-0103 1-100/ Analog / 1ea
Width Adjustment * 0-100-HW0-0205 Auto
Add Touch Screen 0-100-HW4-0400 Rear Side
Width Synchronization 0-100-5W0-0200 via RS-485

0-200-LC0-0100 Hermes
Line Control T Al
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color* 0-400-CO0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD > Refer to P.105(Common Option Spec.).

—




M-10C-Y( )4 Series & M-50C-Y( )4 Series

| Gate Conveyor - Down/Up

In middle of SMT line, this unit allows operators to pass through the line, without interrupting PCB flow.

M-10C-¥YX4-0602

M-50C-YX4-0602

YGC-1X 10

XL

1405(805+600)

1170

1100

2000

M-50C-YU4-0602

YGC-1U 10

ux

1405(805+600)

1320

1100

2000

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950+20 900+£20
Voltage & Frequency 220V (10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
PCB Size XL ux
Eoiailiseporiniet Qi
u.ax.PCB(LIW](m e o e
PCB Top/Bottom Clearance (mm) 30/25 60 /60

PCB Edge (mm) 3 5

PCB Loading Weight (kg) 3 8

Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mmjsec) * 200 100

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Standard Length (mm) B805(Body) + 600{Passing Rail)

Safety Sensor Photo Sensors on Body Part

Passing Rail Cover Sliding Cover

Width Adjustment * Manual

Interface SMEMAPinNo.1,2,3,4,5,6

Smema Cable 3m/lea

Alarm Tower Lamp (3 Colors)

Color* SR RAL 7035 : NON ESD (H-GY2912-T3-5amhwa Paints)
Air Supply 0.5Mpa(Sbar)

Air Usage 9.4 t/min

Electricity Consumption 355w

— - E— — - ———

SMT 1~200/ Analog [ 2ea
fr:m S POST. 0-100-HW0-0103
PROCESS 1-100 / Analog / 2ea
Width Adjustment * 0-100-HW0-0205 Auto [ 2ea
Width Synchronization 0-100-5W0-0200 via R5-485
0-200-LC0-0100 Hermes
Line Control
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color*® 0-400-C00-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD I Refer to P.105(Common Option Spec.).




M-10C-Y( )4 Series & M-50C-Y( )4 Series
| Gate Conveyor - Telescope

In middle of SMT line, this unit allows operators to pass through the line, without interrupting PCB flow.

M-10C-YX4-0601

M-50C-¥X4-0601

YGC-1X 00

XL

1405(805+600)

1100

2000

315

M-50C-¥YU4-0601

YGC-1U 00

ux

1405(805+600)

1100

2000

350

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950+20 900+20
Voltage & Frequency 220V (109%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
PCB Size XL ux
Hm.PCB{LJ(W‘J[mm] B g IRE ot b A
I-lax.PCB(wanlrm} | e RS
PCB Top/Bottom Clearance (mm) 30/25 60 /60

PCB Edge (mm) 3 5

PCB Loading Weight (kg) 3 8

Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Standard Length (mm) 805(Body) + 600(Passing Rail)

Safety Sensor Photo Sensors on Body Part

Passing Rail Cover Sliding Cover

Width Adjustment * Manual

Interface SMEMA Pin No. 1,2, 3,4,5,6

Smema Cable 3m/lea

Alarm Tower Lamp (3 Colors)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Electricity Consumption 2T5W

Option Spec.
SMT 1~200/ Analog / lea
f::;gg?wd POST. ©0-100-HWD-0103 1-100jm-. 8!
PROCESS alog / lea
Width Adjustment * 0-100-HWO0-0205 Auto
Width Synchronization 0-100-5W0-0200 via R5-485
G 0-200-LC0-0100 Hermes
0-200-LC0-0200 Smiart kit (LAN communication PLC)
Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )4 Series

| Elevator Unit - Sky Line

The sky line can be used for operators’ passage in SMT lines.

1
1=

T — " S ——

Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900£20

220V+E(109%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz

M amas
MaxPCBULXW)(mm) | zoxaso [ asoxaso
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Width Adjustment * Manual
Interface SMEMA Pin No. 1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower Lamp (3 Colors)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Electricity Consumption 300W

Option Spec.

0-100-HW0-0103

Conveyor Speed (mm/sec) * 1~200 / Analog [ lea
Width Adjustment * 0-100-HWO0-0205 Auto
High Speed Lifter 0-100-HW4-0200 Servo Motor Driven
Width Synchronization 0-100-5W0-0200 via R5-485
0-200-LC0-0100 Hermes
Line Control
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-CO0-0100 ESD powder coating(RAL T035)

Line Control System for Smart Line / MES / Color-NON ESD > Refer to P.105{Common Option Spec.).

M-10C-YM4-1001 YEU-1IM 0O M 750 ~2000 ~2400 220
M-10C-¥YX4-1001 YEU-1X 00 XL 950 ~2000 ~2400 240
M-10C-YM4-1002 YEU-1MO1 M 750 ~2500 ~2900 250
M-10C-YX4-1002 YEU-1X 01 XL 950 ~2500 ~2900 270




M-10C()4 Series & M-SOCY( 4 Seres g e T e

| Horizontal Turn Line Flow Lef o fight Rightto Lef
Fixed Rail Front Rear
Pass Line (mm) 950420 900120
This unit turns PCBs' flow direction clockwise and counter clockwise ::.::;:: e uaw_';uo%} — [ — -3 110V1i{1mu] — SDU;M
PCB Top/Bottom Clearance (mm) 30/25 60 /60
PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 0.6~40
PCB Color Green
PCB In/Out Sensor Single sensor
Mode By pass / Horizontal Turn
Turning Direction Clockwise / Counter Clockwise
Width Adjustment * Manual
Interface SMEMAPinNo.1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower Lamp (3 Colors)
Color * SR RAL T035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa(5bar)
Air Usage 6.20 4/min
Electricity Consumption 465W
- An
f"::m Spend :g 0-100-HW0-0103 P
PROCESS 1~100 / Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
Width Synchronization 0-100-5W0-0200 via R5-485
Line Conbol 0-200-LC0-0100 Hermes
0-200-LCD-0200 Smart kat {LAN communication PLC)
Color * 0-400-CO0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-NON ESD P Refer to P.105(Common Option Spec.).

M-10C-YM4-0800 | M-50C-YM4-0B00 | YHT-1M 00 M 640

640 1100 2000 155
M-10C-YX4-0800 | M-50C-YX4-0800 | YHT-1X 00 XL B840 840 1100 2000 205
1000

M-50C-YU4-0800 | YHT-1U DO ux 1000 1100 2000 255




M-L0CY( )4 Series & M-50C-Y( )4 Series g e — i e

| Vertical Turn Line Flow Left to Right Right to Left

Fixed Rail Front Rear
Pass Line (mm) 950+20 900+20

This unit flips the PCBs for double sided assembly. e & ety e e e
Min.PCB (L X W) (mm) TOX 50
Max.PCB[LJ(w]{mmI  E e
PCB Top/Bottom Clearance (mm) 30/25 60 /60
PCB Edge (mm) 3 5
PCB Loading Weight (kg) 3 8
Conveyor Belt Flat edge belt Pin chain
Conveyor Speed (mm/sec) * 200 100
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Mode By pass / Flip and Pass PCB
Width Adjustment * Manual
Interface SMEMAPInNo.1,2,3,4,5.6
Smema Cable 3m/lea
Alarm Tower Lamp (3 Colors)
Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpal(Sbar)
Air Usage 0.8 ¢/min
Electricity Consumption 265W

Option Spec.
SMT 1~200 / Analog / lea
H fr:m Speed e 0-100-HW0-0103
z PROCESS 1~100 / Analog / lea
Width Adjustment * 0-100-HWO0-0205 Auto
Width Synchronization 0-100-SW0-0200 via RS-485
0-200-LC0-0100 Hermes
Line Control
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color* 0-400-C0O0-0100 ESD powder coating(RAL T035)
Line Control System for Smart Line / MES / Color-NON ESD > Refer to P.105(Common Option Spec.).

M-10C-YX4-0700 M-50C-YX4-0700 YVT-1X 00 XL 535 950 1313 2000 145

M-50C-YU4-0700 | YVT-1U 00 ux 680 1135 1313 2000 180




M-10C-Y( )4 Series

| Vacuum Loader - Edge "'D Line Flow Left to Right Right to Left

Fixed Rail Front Rear
Pass Line (mm) 950120 900£20

Using “Edge vacuum pad”, this unit unstacks bare boards one by one vollag:e el el Ll EOE e
PCB Size M XL
HPCB[L:(W{mm] R e R R S T S R
MaxPCBLXW)(mm) | moexas0 [ scoxae0
PCB Top/Bottom Clearance (mm) 00/ 00
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Mode By pass / Bare board loading
Vacuum Pad Auto Blocked
Width Adjustment * Manual
Interface SMEMA Pin No. 1,2, 3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 7.04/min
Electricity Consumption S40W

Option Spec.

Conveyor Speed (mm/sec) * 0-100-HWO0-0103 1~200/ Analog / 2ea
Width Adjustment * 0-100-HWO0-0205 Auto
Width Synchronization 0-100-5SW0-0200 via RS-485
0-200-LC0-0100 Hermes
Line Control
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)
Line Control System for Smart Line / MES / Color-MON ESD P Refer to P.105(Common Option Spec.).

M-10C-YM4-0300 YVL-1M 00 M 600 940 1413 2000 285

M-10C-¥X4-0300 YVL-1X 00 XL 700 1150 1413 2000 315




