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M-10C-Y( )1 Series

| Magazine Loader

v

Located at the first stage of SMT line, this unit transfers PCBs stacked in a magazine rack to the downstream machine
using a pneumatic pusher one by one.

| —

CODE No. . , DIMENSION (mm WEIGHT
SMT posTPROCESs | ODE e L w - H : H-1 (Kg)
M-10C-YM1-0100 YML-1M 00 M 1502 755 1700 2000 303
M-10C-YL1-0100 YML-1L 00 L 1702 835 1700 2000 321
M-10C-YX1-0100 YML-1X 00 XL 1763 965 1700 2000 349

Standard Spec.

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 90020
Voltage & Frequency 220V+£(10%) & 50 ~ 60Hz 110V+(109%) & 50 ~ 60Hz
Min.PCB (L X W) (mm) 70X 50
MaxPCB(LXW)(mm) |  330x250 |  440x330 |  4eox4e0
item : SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
PCB Thickness (mm) 0.6~4.0
PCB Color Green
355X 320X 570 460 X 400 X 575 535X530X575
MagazmeFullRack(kg) ................. 20 ................ 30 ................................ 5 o ................
Magazine Slot (ea) 50
Magazine A size (mm) K@ 34
Magazine B size (mm) | ‘. 35
PCB Loading Upper to Bottom (50 to 1)
Magazine Loading Bottom to Upper
Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 / Lower 2
Exit Guide Fixed block in fixed rail side
Jam Detect Function * Pneumatic
Safety Cover Outer / Motor
Width Adjustment * Manual
Interface SMEMAPInNo.1,2,3,4,5,6
Smema Cable 3m/1lea

Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 11.30 ¢/ min
Electricity Consumption 320W
item CODE No. Option
Width Adjustment * 0-100-HW0-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Width Synchronization 0-100-SW0-0200 via RS-485
Lire Corteol 0-200-LC0-0100 Hermes
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Magazine Loader - All type ‘D

Located at the first stage of SMT line, this unit transfers PCBs stacked in a magazine rack to the downstream machine
using a pneumatic pusher one by one. The magazine conveyor part and the inside of the lifter are designed to
accommodate racks of various sizes.

L+ Magazine Guide Holder

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900£20
Voltage & Frequency 220V+(109%) & 50 ~ 60Hz 110V=*(10%) & 50 ~ 60Hz
PCB Size XL
MunPCB(LXW)(mm) .................... ety
Max.PCB(LXW)(mm) e o S R U 460x460 e P e R h s Pl v P e s
Item SMT

PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
PCB Thickness (mm) 06~4.0
PCB Color Green

o XL
Magazine Size (L X W X H){(mm) ve 535x53ox575 e T LT
Magazmel-‘ullRack(kg) ................ 50
Magazine Slot (ea) 50
Magazine A size (mm) 1/%, 34
Magazine B size (mm) |\ 35
PCB Loading Upper to Bottom (50 to 1)

Magazine Loading

Bottom to Upper

Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 / Lower 2

Exit Guide Fixed block in fixed rail side
Jam Detect Function * Pneumatic

Safety Cover Outer / Motor

Width Adjustment * Manual

Interface SMEMA Pin No.1,2,3,4,5,6
Smema Cable 3m/1lea
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CODE No. DIMENSION (mm
MODEL SIZE i) ik
SMT POST-PROCESS L w H H-1 (Kg)
M-10C-YX1-0101 YML-1X 10 XL 1763 965 1706 2000 364

Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)
Air Usage 11.30¢/min
Electricity Consumption 370W
Uptio D

Item CODE No. Option
Width Adjustment * 0-100-HW0-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Width Synchronization 0-100-SW0-0200 via RS-485
A 0-200-LC0-0100 Hermes

0-200-LC0-0200 Smart kit (LAN communication PLC)

Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Loader (2-racks / 3-racks)

v

Located at the first stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part then transfers
PCBs stacked in a magazine rack to the downstream machine using a puller mounted on the single shuttle one by one.

The rack part is designed to accommodate racks of various sizes.

un

Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 95020 90020
Voltage & Frequency 220V+(10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
peBSize Mo
Min.PCB (L X W) (mm) 100X 70
MaxPCB(LXW)(mm) | 330x250 |  a40x330 |  4ae0x460
Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 06~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Magazine Size (LXW X H){mm) oo o RN EE— =SRN U o -
355X 320 X570 460 X 400 X 575 535 X530 X 575
Magazine Slot (ea) 45 (First 5 slots from the bottom may not be used)
Magazine A size (mm) ﬁ e 34
Magazine Bsize (mm) [\ _ 35
PCB Loading Bottom to Upper (6 to 50)
Magazine Clamping Cylinder
Magazine Size All size
Pitch 1~4 (10~40mm)
Jam Detect Function * Pneumatic
Safety Items Light Curtain / Shutter
Width Adjustment Auto
Interface SMEMAPIinNo.1,2,3,4,5,6

Smema Cable

3m/lea

Alarm Tower lamp (3 color)

Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)

Air Usage 4.0 {/min

Electricity Consumption 720W

Option Sp
item CODE No. Option

Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea

Jam Detect Function * 0-100-HW1-0204 Electric{Step motor)

Magazine Width Adjustment 0-100-HW1-0500

Magazine Stopper Release 0-100-HW1-0600

Width Synchronization 0-100-SW0-0200 via RS-485

ot 0-200-LC0-0100 Hermes

0-200-LC0-0200

Smart kit (LAN communication PLC)

CODE No. Waaaie DIMENSION (mm
SMT PosTrrocess | TOPEL | capacityea) | S'ZE L w (n ) H-1 'W?K(G;)“T
M-10C-YM1-0403 YSL-1M 00 2-racks M 1260 1580 1312 2000 545
M-10C-YL1-0403 YSL-1L 00 2-racks L 1360 1740 1312 2000 620
M-10C-¥YX1-0403 YSL-1X 00 2-racks XL 1460 2000 1312 2000 710
M-10C-YM1-0404 YSL-1IM 01 3-racks M 1260 2065 1312 2000 705
M-10C-YL1-0404 YSL-1L 01 |  3-racks L 1360 | 2305 | 1312 | 2000 780
M-10C-YX1-0404 YSL-1X 01 | 3-racks XL | 1460 | 2695 | 1312 | 2000 870

Color*

0-400-CO0-0100

ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Loader - AGV (2-racks / 3-racks)

v

Located at the first stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part then transfers
PCBs stacked in a magazine rack to the downstream machine using a puller mounted on the single shuttle one by

one. The rack part interlocks with AGV to supply magazine racks.

&

Item Standard

Line Flow Left to Right Right to Left

Fixed Rail Front Rear

Pass Line (mm) 950+20 900+20

Voltage & Frequency 220V+(10%) & 50 ~ 60Hz 110V+(10%) & 50 ~ 60Hz

Min.PCB (L X W) (mm) 100X 70

MaxPCB(LXW)(mm) | 330x250 |  as0x3zso |  4eox4e0
Item ' SMT

PCB Top/Bottom Clearance (mm) 30/25

PCB Edge (mm) 3

PCB Loading Weight (kg) 3

Conveyor Belt Flat edge belt

Conveyor Speed (mm/sec) * 200

PCB Thickness (mm) 0.6~4.0

PCB Color Green

PCB In/Out Sensor Single sensor

Magazine Size (L X W X H){mm) NN KO L T ST . A

355X 320X 570 460 X 400 X 575 535 X530 X575

Magazine Slot (ea) 45 (First 5 slots from the bottom may not be used)

Magazine A size (mm) [/%; 34

Magazine Bsize (mm) |\ I 35

PCB Loading Bottom to Upper (6 to 50)

Magazine Clamping Cylinder

Magazine Size One kind

Pitch 1~4 (10~40mm)

Jam Detect Function * Pneumatic

Safety Iltem Light Curtain

Width Adjustment Auto

Interface SMEMAPInNo.1,2,3,4,5,6

Smema Cable 3m/1lea

Alarm Tower lamp (3 color)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)

Air Usage 4.0 Y/min

Electricity Consumption 720W

CODE No.

Option

Conveyor Speed (mm/sec) *

0-100-HW0-0103

1~200 / Analog [ lea

Jam Detect Function *

0-100-HW1-0204

Electric(Step motor)

CODE DIMENSION (mm
SMT N:‘OST-PROCESS i Camn:ﬂ) e L WN (H ) H-1 wal;)m
M-10C-YM1-0603 YSL-1M 10 2-racks M 1550 1580 1312 2000 565
M-10C-YL1-0603 YSL-1L 10 2-racks L 1650 1740 1312 2000 640
M-10C-¥X1-0603 YSL-1X 10 2-racks XL 1750 2000 1312 2000 720
M-10C-YM1-0604 YSL-1IM 11 3-racks M 1550 2065 1312 2000 695
M-10C-YL1-0604 YSL-1L 11 3-racks L 1650 2305 1312 2000 775
M-10C-YX1-0604 YSL-1X 11 3-racks XL 1750 2695 1312 2000 860

Magazine Width Adjustment 0-100-HW1-0500

Magazine Stopper Release 0-100-HW1-0600

Width Synchronization 0-100-SW0-0200 via RS-485
0-200-LC0-0100 Hermes

Line Control - —
0-200-LC0-0200 Smart kit (LAN communication PLC)

Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105{(Common Option Spec.).




M-10C-Y( )1 Series

| Magazine Unloader

v

Located at the final stage of SMT line, this unit stacks PCBs in an empty magazine rack using a pneumatic pusher
one by one.

CODE No. : DIMENSION (mm HT

SMT POST-PROCESS MODER s L w : H : H-1 WE("%HT
M-10C-YM1-0200 YMU-1M 00 M 2090 755 1700 2000 344
M-10C-YL1-0200 YMU-1L 00 L 2290 835 1700 2000 361
M-10C-YX1-0200 YMU-1X 00 XL 2350 965 1700 2000 393

Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950120 900£20
Voltage & Frequency 220VE(10%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz
Min.PCB (L X W) (mm) 70 X 50
MaxPCB(LXW)(mm) | 330x250 |  as0x330 | aeox4s0

Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 06~4.0
PCB Color Green
PCB In/Out Sensor Single sensor

355X 320X 570 460 X 400 X 575 535 X530 X575
MagazineFullRack(kgd | 20 | "z | so
Magazine Slot (ea) 50
Magazine A size (mm) ﬁ]%' 34
Magazine Bsize (mm) |\ 35
PCB Stacking Bottom to Upper (1 to 50)
Magazine Loading Upper to Bottom
Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 / Lower 2
Jam Detect Function * Pneumatic
Safety Cover QOuter / Motor
Width Adjustment * Manual
Interface SMEMAPiInNo.1,2,3,4,5,6
Smema Cable 3m/1lea
Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 11.30 ¢/min
Electricity Consumption 335W
Option Spe

Item CODE No. Option
Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Width Synchronization 0-100-SW0-0200 via RS-485
tine Conteal 0-200-LC0-0100 Hermes

0-200-LC0-0200 Smart kit (LAN communication PLC)

Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Magazine Unloader - All type

v

Located at the final stage of the SMT line, this unit stacks PCBs in an empty magazine rack using a pneumatic pusher
one by one. The conveyor part and the inside of the lifter are designed to accommodate racks of various sizes.

Magazine Guide Holder

I
|
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1
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L
CODE No. DIMENSION (mm :
MODEL SIZE i) R
SMT POST-PROCESS L w H H-1 (Kg)
M-10C-¥X1-0201 YMU-1X 10 XL 2350 965 1706 2000 398

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950120 900£20
Voltage & Frequency 220V+(109%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz
PCB Size XL
MinPCB(LXW)(mm) | qoxs
Max,pca(wa)(mm) i s T e SRS 460)(460 B R B
Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
XL
Magazine Size (L X W X H)(mm) sesese 535X530X575 smisasessersisarnttasessainataseases
MagazmeFullRack(kg) IO . . it i B R e S b e e 1o s 50 S A R R R
Magazine Slot (ea) 50
Magazine A size (mm) ',/. @; 34
Magazine B size (mm) '\v/ 35
PCB Stacking Bottom to Upper (1 to 50)

Magazine Loading

Upper to Bottom

Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 [ Lower 2
Jam Detect Function * Pneumatic
Safety Cover Outer / Motor
Width Adjustment * Manual
Interface SMEMAPIinNo.1,2,3,4,5,6
Smema Cable 3m/1lea
Alarm Tower lamp (3 color)
Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 11.30¢/min
Electricity Consumption 385W
Optio De
Item CODE No. Option
Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 /Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Width Synchronization 0-100-SW0-0200 via RS-485
Hine Conteal 0-200-LC0-0100 Hermes
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color* 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Unloader (2-racks / 3-racks)

v

Located at the final stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part and stacks
PCBs in an empty magazine rack using a pneumatic pusher mounted on the single shuttle one by one. The rack part
is designed to accommodate racks of various sizes.

,
=
= |

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900£20
Voltage & Frequency 220VE(109%) & 50 ~ 60Hz 110V*(10%) & 50 ~ 60Hz
PeBSZe S S U T—
Min.PCB (L XW) (mm) 100X 70
MaxPCB(LXW)(mm) |  330x250 |  440x330 |  4e0x460
Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
Magazine size (L X w x H)(mm) ................. M .................................. E ................................ x L ................
355X 320X 570 460 X 400 X 575 535 X530 X575
Magazine Slot (ea) 50
Magazine A size (mm) ’(% 34
Magazine B size (mm) | \_ 35

PCB Stacking

Upper to Bottom (50 to 1)

Magazine Clamping Cylinder
Magazine Size All size

Pitch 1~4 (10 ~ 40mm)

Jam Detect Function * Pneumatic

Safety Items Light Curtain / Shutter
Width Adjustment Auto

Interface SMEMAPInNo.1,2,3,4,5,6

Smema Cable 3m/1lea

Alarm Tower lamp (3 color)

Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)

Air Usage 4.0¢/min

Electricity Consumption 720W

'CODE No.

Option

Conveyor Speed (mm/sec) *

0-100-HW0-0103

1~200 / Analog [ lea

Jam Detect Function *

0-100-HW1-0204

Electric(Step motor)

-
= —
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CODE No. DIMENSION (mm)
MODEL | Magazine | o WEIGHT
SMT POST-PROCESS Capacity(ea) L w H H-1 (Kg)
M-10C-YM1-0503 YSU-1M 00 2-racks M 1260 | 1s80 | 1312 | 2000 545
M-10C-YL1-0503 YSU-1L 00 2-racks L 1360 | 1740 | 1312 | 2000 620
M-10C-YX1-0503 YSU-1X 00 2-racks XL 1460 | 2000 | 1312 | 2000 710
M-10C-YM1-0504 YSU-1M 01 3-racks M 1260 | 2065 | 1312 | 2000 705
M-10C-YL1-0504 YSU-1L 01 3-racks L 1360 | 2305 | 1312 | 2000 780
M-10C-YX1-0504 YSU-1X 01 3-racks XL 1460 | 2695 | 1312 | 2000 870

Magazine Width Adjustment 0-100-HW1-0500
Magazine Stopper Release 0-100-HW1-0600
Width Synchronization 0-100-SW0-0200 via RS-485
S 0-200-LC0-0100 Hermes
Line Control ~ =
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-CO0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105{(Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Unloader - AGV (2-racks / 3-racks)

ol

s B B |

Located at the final stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part and stacks
PCBs in an empty magazine rack using a pneumatic pusher mounted on the single shuttle one by one. The open rack
part interlocks with AGV to supply magazine racks.

CODE No. DIMENSION (mm
SMT POST-PROCESS MODEL Clmn:n) SHE L w (l-l : H-1 w%klg)u'r
M-10C-YM1-0703 YSU-1M 10 2-racks M 1550 | 1580 | 1312 | 2000 565
M-10C-YL1-0703 YSU-1L 10 2-racks L 1650 | 1740 | 1312 | 2000 640
M-10C-YX1-0703 YSU-1X 10 2-racks XL 1750 | 2000 | 1312 | 2000 720
M-10C-YM1-0704 YSU-1M 11 3-racks M 1550 | 2065 | 1312 | 2000 695
M-10C-YL1-0704 YSU-1L 11 3-racks L 1650 | 2305 | 1312 | 2000 775
M-10C-YX1-0704 YSU-1X 11 3-racks XL 1750 | 2695 | 1312 | 2000 860

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900%£20
Voltage & Frequency 220V+(109) & 50 ~ 60Hz 110V=*(10%) & 50 ~ 60Hz
Min.PCB (L XW) (mm) 100X 70
MaxPCB(LXW)(mm) |  330x250 |  440x330 |  460x460
Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
e . Mo S X
355X 320X 570 460 X 400 X 575 535 X530 X575
Magazine Slot (ea) 50
Magazine A size (mm) /. 34
Magazine B size (mm) |\ 7 35
PCB Stacking Upper to Bottom (50 to 1)
Magazine Clamping Cylinder
Magazine Size One Kind
Pitch 1~4 (10 ~ 40mm)
Jam Detect Function * Pneumatic
Safety Item Light Curtain
Width Adjustment Auto
Interface SMEMA Pin No. 1,2, 3,4, 5,6
Smema Cable 3m/1lea

Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)
Air Usage 4.0 ¢/min
Electricity Consumption 720W

Option Spec.

Item 'CODE No. Option

Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea

Jam Detect Function *

0-100-HW1-0204

Electric(Step motor)

Magazine Width Adjustment

0-100-HW1-0500

Magazine Stopper Release

0-100-HW1-0600

Width Synchronization 0-100-SW0-0200 via RS-485
0-200-LC0-0100 Hermes
Line Control
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-¥( )1 Series

| Shuttle Loader (2-racks / 3-racks) Line Flow Left o Right Right o Lef
Fixed Rail Front Rear
Pass Line (mm) 950420 900+20
Located at the first stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part then transfers g K ey ebe Al L e
PCBs stacked in a magazine rack to the downstream machine using a puller mounted on the single shuttle one by one. PCBSize . ... T ainnnss I PR _S— l ... T
The rack part s designed to accommodate racks of various sizes. o Y
Max.PCB (L X W) (mm) 330 X 250 [ 440X 330 [ 460 X 460
Item SMT
! PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) a
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) ™ 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
“aﬁzi"e Sim{waxH)(mm} .._.".... .._E‘_.. .._FL..
355X 320X 570 460 X 400 X 575 535 X 530 X 575
Magazine Slot (ea) 45 (First 5 slots from the bottom may not be used)
Magazine A size (mm) (7 34
Magazine B size (mm) \\_I.ll/' 15
PCB Loading Bottom to Upper (6 to 50)
Magazine Clamping Cylinder
Magazine Size All size
Pitch 1~4 (10~40mm)
Jam Detect Function * Phieumatic
Safety Items Light Curtain [ Shutter
Width Adjustment Auto
Interface SMEMA PinNo.1,2,3,4,5,6
Smema Cable 3m/1lea
i e Alarm Tower lamp (3 color)
] Color* SR RAL T035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)
- Air Usage 4.0 &/min
I Electricity Consumption T20W
L. L
FORE N Eovw s I um JSION ; Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea
SMT m-;“m Gl c:m i L == :-} A1 W Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
M-10C-YM1-0403 YSL-IM00 |  2-racks M 1260 | 1580 | 1312 | 2000 545 Magazine Width Adjustment 0-100-HW1-0500
M-10C-¥L1-0403 YSL-1L 00 2-racks L 1360 | 1740 1312 | 2000 620 STy R ol
Width Synchronization 0-100-5W0-0200 via R5-485
M-10C-YX1-0403 ¥SL-1X 00 2-racks (1 1460 2000 1312 2000 710
0-200-LC0-0100 Hermes
M-10C-YM1-0404 ¥SL-1M 01 3.racks M 1260 | 2065 1312 | 2000 705 Line Control ST eh0 Smart 6t (LAN communicaion PLG)
M-10C-YL1-0404 YSL-1L 01 |  3-racks L 1360 | 2305 | 1312 | 2000 780 Colors D-400-C00-0100 ESD powder coating(RAL 7035)
M-10C-YX1-0404 YSL-1X 01 3-racks XL 1460 2695 1312 2000 870 Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Unloader - AGV (2-racks / 3-racks)

ul

Located at the final stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part and stacks
PCBs in an empty magazine rack using a pneumatic pusher mounted on the single shuttle one by one. The open rack

part interlocks with AGV to supply magazine racks.

SMT posTeRocESs | OCo- | capacityiea) | SZE [TC
M-10C-YM1-0703 ¥YSU-1M 10 2-racks M 1550
M-10C-¥L1-0703 YSU-1L 10 2-racks 1650
M-10C-¥X1-0703 ¥YSU-1X 10 2-racks XL 1750 2000 1312 2000 T20
M-10C-YM1-0704 YSU-1M 11 3-racks M 1550 2065 1312 2000 695
M-10C-¥L1-0704 YSU-1L 11 3-racks 1650 2305 1312 2000 775
M-10C-¥X1-0704 YSU-1X 11 3-racks XL 1750 2695 1312 2000 860

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 200%20
Voltage & Frequency 220V*(10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
Min.PCB (L X W) (mm) 100X 70
MaxPCB(LXW) (mm) “330x250 [ asox3ze [ seoxaso
Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 06~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
355X 320X 570 460 X 400 X 575 535 X 530 X 575
Magazine Slot (ea) 50
[ Magazine Asize (mm) | 34
Magazine B size (mm) l\ 35
PCB Stacking Upper to Bottom (50 to 1)
Magazine Clamping Cylinder
Magazine Size One Kind
Pitch 1~4 (10 ~ 40mm)
Jam Detect Function * Pneumatic
Safety Item Light Curtain
‘Width Adjustment Auto
Interface SMEMA PinNo. 1,2,3,4,5,6
Smema Cable im/lea
Alarm Tower lamp (3 color]
Color* SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)
Air Usage 4.0 t/min
Electricity Consumption T20W
Dptio pe
Item CODE No. Option
Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / 1ea
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Magazine Width Adjustment 0-100-HW1-0500
Magazine Stopper Release 0-100-HW1-0600
Width Synchronization 0-100-5W0-0200 via R5-485
E ot 0-200-LC0-0100 Hermes
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-C0O0-0100 ESD powder coating(RAL T7035)

Line Control System for Smart Line / MES / Color-NON ESD P> Refer to P.105{Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Loader - AGV (2-racks / 3-racks)

o]

Located at the first stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part then transfers
PCBs stacked in a magazine rack to the downstream machine using a puller mounted on the single shuttle one by
one. The rack part interlocks with AGV to supply magazine racks.

Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 4950+ 20 90020
Voltage & Frequency 220V £(10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
PCB Size M I L XL
Min.PCB (LXW) (mm) " 100x70 o
MaxPCBLXW)(mm) | 330x2s0 | 440x330 | 460X460
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness {(mm) 06~40
PCB Color Green
PCB In/Out Sensor Single sensor
355 X 320X 570 460 X 400 X 575 535 X 530 X 575
Magazine Slot (ea) 45 (First 5 slots from the bottom may not be used)
Magazine A size (mm) {f 34
Magazine B size (mm) | ' 35

PCB Loading

Bottom to Upper (6 to 50)

SMT m.:)srm MODEL | capacitylea) L w ‘;M] H-1 : (Kg)
M-10C-YM1-0603 YSL.IM10 |  2-racks M 1550 | 1580 | 1312 | 2000 565
M-10C-YL1-0603 ¥YSL-1L 10 2-racks L 1650 1740 1312 2000 640
M-10C-¥X1-0603 YSL-1X 10 2-racks XL 1750 2000 1312 2000 720
M-10C-YM1-0604 ¥YSL-IM11 |  3-racks M 1550 | 2065 | 1312 | 2000 695
M-10C-¥L1-0604 YSL-1L 11 |  3-racks L 1650 | 2305 | 1312 | 2000 775
M-10C-¥X1-0604 YSL-1X 11 3-racks XL 1750 2695 1312 2000 860

Magazine Clamping Cylinder
Magazine Size One kind
Pitch 1~4 (10~40mm)
Jam Detect Function * Pneumatic
Safety ltem Light Curtain
Width Adjustment Auto
Interface SMEMAPinNo.1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)
Air Usage 4.0 ¢/min
Electricity Consumption T20W
Dotion Spe
Item (CODE No. Option
Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 f Analog [ lea
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Magazine Width Adjustment 0-100-HW1-0500
Magazine Stopper Release 0-100-HW1-0600
Width Synchronization 0-100-SW0-0200 via RS-485
Pl 0-200-LC0-0100 : Hermes -
0-200-LC0-0200 Smart kit (LAN communication PLC)
Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD > Refer to P.105{Common Option Spec.).




M-10C-Y( )1 Series

| Shuttle Unloader (2-racks / 3-racks)

il

Located at the final stage of SMT line, this unit consists of a coupling of a single shuttle and a rack part and stacks
PCBs in an empty magazine rack using a pneumatic pusher mounted on the single shuttle one by one. The rack part
is designed to accommodate racks of various sizes.

: -]
=
L » | L+«
Bh MODEL SIZE
SMT POST-PROCESS Capacity(ea) L

M-10C-¥YM1-0503 ¥SU-1M 00 2-racks M 1260
M-10C-YL1-0503 ¥YSU-1L 00 Z-racks L 1360 1740 1312 2000 620
M-10C-¥X1-0503 ¥YSU-1X 00 2-racks XL 1460 2000 1312 2000 710
M-10C-¥YM1-0504 ¥SU-1M 01 3-racks M 1260 2065 1312 2000 705
M-10C-YL1-0504 ¥YSU-1L 01 3-racks L 1360 2305 1312 2000 T80
M-10C-YX1-0504 ¥YSU-1X 01 3-racks XL 1460 2685 1312 2000 8T0

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 95020 900+20
Voltage & Frequency 220V (10%) & 50 ~ 60Hz 110V+(10%) & 50 ~ 60Hz
PCBSiZe .. R IS
Min.PCB (L X W) (mm) 100X 70
MaxPCB(LXW) (mm) 330x250 | asox3z0 [ asoxaso

Item SMT
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor

355 X 320 X 570 460 X 400 X 575 535 X 530 X 575
Magazine Slot (ea) 50
Magazine A size (mm) I(T@\ 24
Magazine Bsize (mm) |\l J 35
PCB Stacking Upper to Bottom (50 to 1)
Magazine Clamping Cylinder
Magazine Size All size
Pitch 1~4 (10 ~ 40mm)
Jam Detect Function * Pneumatic
Safety ltems Light Curtain / Shutter
Width Adjustment Auto
Interface SMEMA Pin No. 1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 4.04/min
Electricity Consumption 7200
0 D
Conveyor Speed (mmy/sec) * 0-100-HW0-0103 1~200 / Analog / lea
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Magazine Width Adjustment 0-100-HW1-0500
Magazine Stopper Release 0-100-HW1-0600
Width Synchronization 0-100-SW0-0200 via RS-485
e 0-200-LCO0-0100 Hermes
0-200-LCO-0200 Smart kit (LAN communication PLC)

Color * 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P Refer to P.105{Common Option Spec.).




Standard Spec.

M-10C-Y( )1 Series

1

| Magazine Unloader Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 900£20
Voltage & Frequency 220V +(10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz

Located at the final stage of SMT line, this unit stacks PCBs in an empty magazine rack using a pneumatic pusher
one by one.

Max.PCB (L X W) (mm) 330 X 250 440X 330

PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~4.0
PCB Color Green
PCB In/Out Sensor Single sensor
M L XL
Magazine Size (L X W X H){mm) e, e TS T
. T T I O
‘Magazine Full Rack (kg) 20 30 50
Magazine Slot (ea) 50
Magazine A size (mm) @_ 34
Magazine B size (mm) 35
PCB Stacking Bottom to Upper (1 to 50)
Magazine Loading Upper to Bottom
Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 / Lower 2
Jam Detect Function * Pneumatic
Safety Cover Outer / Motor
Width Adjustment * Manual
Interface SMEMAPinNo.1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL 7035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 11.30¢/min
Electricity Consumption 335W
Option Spec.

Conveyor {Wud L

0-100-HW0-0103

1~200 / alog /lea

Width Adjustment * 0-100-HW0-0205 Auto

High Speed Magazine Change 0-100-HW1-0100

Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
M-10C-YM1-0200 YMU-1M 00 M 2090 755 1700 2000 344 Width Synchronization 0-100-5W0-0200 via RS-485
M-10C-¥L1-0200 YMU-1L 00 L 2290 835 1700 2000 361 ; 0-200-LC0-0100 Hermes
M-10C-¥X1-0200 YMU-1X 00 XL 2350 965 1700 2000 393 Hatowi 0-200-LC0-0200 Smart kit (LAN communication PLC)

Color " 0-400-CO0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P+ Refer to P.105{Commaon Option Spec.).




Standard Spec.

M-10C-Y( )1 Series

| Magazine Loader "D Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950120 90020
Located at the first stage of SMT line, this unit transfers PCBs stacked in a magazine rack to the downstream machine bt ke i S L o ol e
using a pneumatic pusher one by one. PCBSize M l . [ coerneernees B e
Min.PCB (L X W) (mm) 70 X 50
MaxPCB(LXW) (mm) | 330x250 | asoxzze [ asoxaso
PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
PCB Thickness (mm) 0.6~4.0
PCB Color Green
M L XL
355X 320X 570 460 X 400 X 575 535X 530 X 575
MagazmeFullRaclc{ng R sy S s ey P R S
Magazine Slot (ea) 50
Magazine A size (mm) GI% 34
Magazine B size (mm) L/ 35
PCB Loading Upper to Bottom (S0 to 1)
Magazine Loading Bottom to Upper
Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 | Lower 2
Exit Guide Fixed block in fixed rail side
Jam Detect Function * Pneumatic
Safety Cover Outer / Motor
Width Adjustment * Manual
Interface SMEMA Pin No. 1,2, 3,4,5,6
Smema Cable im/lea
Alarm Tower lamp (3 color)
Color* SR RAL TO35 : NON ESD (H-GY2912-T3-5amhwa Paints)
b i Air Supply 0.5Mpa (Sbar)
Air Usage 11.30 ¢/min
Electricity Consumption 320W
:
boa Hem CODE No. | ‘Option
l L Width Adjustment * 0-100-HW0-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
. " - Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
S ..., SES— TR, e : DIMENSION (mm) Width Synchronization 0-100-5W0-0200 via RS-485
SMT_ | POST-PROCESS | ) i w | W H1 s 0-200-LC0-0100 Hermes
M-10C-YM1-0100 YML-1M 00 M 1502 755 1700 2000 0-200-LC0-0200 Smart kit (LAN communication PLC)
M-10C-YL1-0100 YML-1L 00 L 1702 835 1700 2000 321 Color * 0-400-CO0-0100 ESD powder coating(RAL 7035)
M-10C-¥X1-0100 YML-1X 00 AL 1763 965 1700 2000 349 Line Control System for Smart Line / MES / Color-NON ESD I Refer to P.105(Common Option Spec.).




M-10C-Y( )1 Series

| Magazine Unloader - All type

u

Located at the final stage of the SMT line, this unit stacks PCBs in an empty magazine rack using a pneumatic pusher

one by one. The conveyor part and the inside of the lifter are designed to accommodate racks of various sizes.

H-1

LAl

Magazine Guide Holder

‘! 1
L i k4
§ ” = A N pem
P
L | I w |
CODE No. - . DIMENSION (mm) WEIGHT
MODEL SIZE '
SMT POST-PROCESS L w H H-1 (Kg)

M-10C-¥X1-0201 YMU-1X 10 XL 2350 965 1706 2000 398

Standard Spec.

Item Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 90020
Voltage & Frequency 220V (10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
PCB Size XL
MinPCB (LXW) (mm) 7050
MaxPCB(LXW) (mm) 460 X 460

Item SMT
PCB Top/Bottom Clearance (mm) 30/ 25
PCB Edge (mm) 3
PCB Loading Weight (kg) 3
Conveyor Belt Flat edge belt
Conveyor Speed (mm/sec) * 200
PCB Thickness (mm) 0.6~40
PCB Color Green
PCB In/Out Sensor Single sensor

XL
Magazine Size (L X W X H)(mm) SR
ul.la-;;u'i.n'enrﬁ.lllnsci': (ksj e T 50 i cald
Magazine Slot (ea) 50
Magazine A size (mm) I'/: 34
Magazine B size (mm) | 'l / 35
PCB Stacking Bottom to Upper (1 to 50)
Magazine Loading Upper to Bottom
Pitch 1~4 (10 ~ 40mm)
Magazine Capacity {ea) Upper 2/ Lower 2
Jam Detect Function * Pneumatic
Safety Cover Outer / Motor
Width Adjustment * Manual
Interface SMEMA PinNo. 1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL T035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (Sbar)
Air Usage 11.30 ¢/min
Electricity Consumption 385w
Conveyor Speed (mm/sec) * 0-100-HW0-0103 1~200 / Analog / lea
Width Adjustment * 0-100-HW0-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Width Synchronization 0-100-5W0-0200 via R5-485
Hna Conteal 0-200-LCO0-0100 : Hermes -
0-200-LC0-0200 Smart kit (LAN communication PLC)

Color* 0-400-CC0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NON ESD P Refer to P.105{Common Option Spec.).




M-10C-Y( )1 Series

| Magazine Loader - All type ‘D

Located at the first stage of SMT line, this unit transfers PCBs stacked in a magazine rack to the downstream machine
using a pneumatic pusher one by one. The magazine conveyor part and the inside of the lifter are designed to
accommodate racks of various sizes.

Magazine Guide Holder
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L | | w |
CODE No. DIMENSION (mm)
MODEL SIZE S
SMT POST-PROCESS L W H H-1 (Kg)
M-10C-¥X1-0101 YML-1X 10 XL 1763 965 1706 2000 364

Standard Spec.

ltem Standard
Line Flow Left to Right Right to Left
Fixed Rail Front Rear
Pass Line (mm) 950+20 S00+20
Voltage & Frequency 220V (10%) & 50 ~ 60Hz 110V (10%) & 50 ~ 60Hz
PCB Size XL
MinPCB (LXW) (mm) T70x50
Ma:PCB(LXW]{mm] L Hg 1450 iy
Item SMT

PCB Top/Bottom Clearance (mm) 30/25
PCB Edge (mm) 3
PCE Loading Weight (kg) 3
PCB Thickness (mm) 0.6~4.0
PCB Color Green

i XL
Magazine Size (L X W X H}{mm) . = 530 ! 5?-5 -
MagazmeFu"m‘:k{kﬂ B o e e e S
Magazine Slot (ea) 50
Magazine A size (mm) f/', 3’\ 34
Magazine B size (mm) I\\l"-.—/ 35
PCB Loading Upper to Bottom (50 to 1)
Magazine Loading Bottom to Upper
Pitch 1~4 (10 ~ 40mm)
Magazine Capacity (ea) Upper 2 / Lower 2
Exit Guide Fixed block in fixed rail side
Jam Detect Function * Pneumatic
Safety Cover QOuter / Motor
Width Adjustment * Manual
Interface SMEMA PinNo.1,2,3,4,5,6
Smema Cable 3m/lea
Alarm Tower lamp (3 color)
Color * SR RAL T035 : NON ESD (H-GY2912-T3-Samhwa Paints)
Air Supply 0.5Mpa (5bar)
Air Usage 11.30¢/min
Electricity Consumption ITow
Width Adjustment * 0-100-HW0D-0205 Auto
High Speed Magazine Change 0-100-HW1-0100
Jam Detect Function * 0-100-HW1-0204 Electric(Step motor)
Width Synchronization 0-100-5W0-0200 via R5-485

0-200-LCO-0100 Hermes
Line Control -
0-200-LC0-0200 Smart kit (LAN communication PLC)

Color ™ 0-400-C0O0-0100 ESD powder coating(RAL 7035)

Line Control System for Smart Line / MES / Color-NONM ESD P Refer to P.105{Common Option Spec.).




